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QUESTION 1

Which two components are required from the Cisco Intersight REST API Authentication? (Choose two.)
A. SHA256 hash of the message body and message headers.

B. SHA256 hash of the message body, including empty message bodies.

C. RSA private key with a key size of 2048.

D. RSA private key with a key size of 1024.

E. SHA384 hash of the message body, excluding empty message bodies.

Correct Answer: AC

Reference: https://documenter.getpostman.com/view/30210/SVFWNG6Yc?version=latest
https://github.com/ansible/ansible/pull/51309/files/a68de94464ad34b4e6836f86662ef0ba6060a2e

QUESTION 2

What are two capabilities of the DCNM REST API? (Choose two.)

A. uses the dcnm-token header for requests authentication after initial basic authentication

B. uses basic authentication without encoding for username and password

C. supports HTTP until release 11.0(1)

D. uses bearer key authorization

E. is separated into Classic LAN, LAN Fabric, Media Controller, and SAN Management categories
Correct Answer: CD

Reference:

https://developer.cisco.com/docs/data-center-network-manager/#!cisco-dcnm-classic-lan-rest-api Check for /rest/logon

QUESTION 3

A server profile with the string "WEST15" in its name must have the string "WEST15" changed to "LXT14". For example,
server profile "VMHOST-WEST15-01" would need to be changed to "VMHOST-LXT14-01".

Using the Cisco Intersight REST API in a Python script, which two GET API requests are used to retrieve just the server
profile with the string "WEST15" in the name and the correct body for the API request to update the name? Assume the
variable "sp_name" contains the name of the retrieved server profile. (Choose two.)

A. GET https://intersight.com/api/vl/server/Profiles?$select=Nameand$filter=contains(Name, \\WEST15\\")

B. GET https://intersight.com/api/v1l/server/Profiles?$select=Nameand$filter=Name in(W\WEST15\\")
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C. BODY = {"Name": sp_name.format(\\WEST15\\', WLXT14\\") }

D. GET https://intersight.com/api/vl/server/Profiles?$select=Nameands$filter=startswith(Name, \\WEST15\\")
E. BODY ={"Name": sp_name.replace(\WWEST15\\',\\'LXT14\\") }

Correct Answer: BE

Reference: https://developer.cisco.com/codeexchange/github/repo/CiscoUcs/intersight-python/
https://intersight.com/apidocs/introduction/query/#referencing-properties-by-name

QUESTION 4

Using the NX-API CLI JSON-RPC interface, which two Python data structure and requests call create an SVI? (Choose
two.)

Latest 300-635 Dumps | 300-635 PDF Dumps | 300-635 Practice Test 3/6


https://www.passapply.com/300-635.html
https://www.passapply.com/300-635.html
https://www.passapply.com/300-635.html

VCE & PDF https://www.passapply.com/300-635.html
2024 Latest passapply 300-635 PDF and VCE dumps Download
PassApply.com

A
requests.post (url, data=json.dumps(payload), headers={'content-type":
‘application/json-rpc'),auth=(username, password))
2 requests.post (url, data=json.dumps(payload), headers={'content-type':
'application/json'),auth=(username, password))
G
payload = |
"jsonrpc®: *2.0%, "method"™: “cli_cont™,
"params”: {
"command": “conf t; interface vlan " + id,
"version": 1},
s U P |
|
0.
payload = [
{
*jsonrpc”: "2.0%, "method“: “cli",
"params": ["cmd": “conf t", "wversion®: 1},
34" 1
be
{
"jsonrpc®: "2.0", "method": "cli",
"params®: {"cmd": “interface wlan " + id, "version": 1},
"id": 2
}
]
E.
payload = |
"jsonrpc”: "2.0", "method™: "cli_ cont",
"params”: {"cmd": "interface wvlan " + id, "wversion": 1),
"id": 1
}
A. Option A
B. Option B
C. Option C
D. Option D
E. Option E

Correct Answer: AD
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QUESTION 5

Refer to the exhibit.

!Command: show running-config

Switch configuration Ansible playbook

- name: Vlan Provisioning

feature hsrp hosts: nxos

gather facts: no

ip access-list allow _http traffic

10 permit tcp any any eg www vars:
! nxos_provider:
vrf context management username: "{{ un }}"
ip route 0.0.0.0/0 192.168.151.2 password: "{{ pwd }}"
1 transport: nxapi
interface mgmt0 host: "{{ inventory hostname }}"
ip address 192.168.251.129 255.255.255.0
vrf member management tasks:

- name: CREATE VLANS AND ASSIGN A NAME, USING VLAN ID
nxos_vlan:
vian_id: "{{ item.vlan id }}"
name: "{{ item.name }}"
provider: “"{{ nxos provider }}"
with items:
- vlan id: 2
name: Native
- vlan id: 15
name: Web
— vlan id: 20
name: App
- vlan _id: 30
name: DB

Playhook output
§ ansible-playbook playbook.yml

PLAY [Vlan Provisioning] st as st s st s st s aa d a4t A A A A A A A A A A A A A AR R A AR R AR XA AR R AR R
A A A R AR R A AR AR A A A AR R A R A R A R A R A A A R A A A A R A A R R A A kA A A A A R R A A A A A E AR AR AR AR AT

RS RS RS S]

TASK [CREATE VLANS AND ASSIGN A NAME, USING VLAD_ID]Jtt-xxw:xrtrtxtrxxr:xxxxxx:xxxxtxrttxrrr:rr

LR R R s R R R AR R R R R R R R R R R iR R R AR iR R R R R R R R R AR LT R

failed: [19%2.168.252.12%] (item=('wlan id': 2, 'name': 'Native'}) => ("ansible facts": ('discovered
nterpreter_python "fusr/bin/python”}, "ansible loop_ var™: "item", ‘changed"”: false, 'item': 'nams™:
"Native"™, "vlan_id": 2}, "msg": "“Request failed: <urlopen error [Errno 61] Connection ‘refused>’
"status™: -1, "url™: "http://192.168.251.125:80/ina"}

The exhibit shows a Cisco NX-OS switch configuration, an Ansible playbook, and the output of running this playbook.
The playbook failed due to error "'msg\\' \'Request failed \\', \\'status\\' -1, "url" "http://192.168.251.129:80/ins".

Which Cisco NX-OS configuration command resolves this failure?

A. feature nxapi

B. http-server enabled
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C. interface mgmtO; ip access-group allow_http_traffic in

D. feature http

Correct Answer: C

Reference: https://www.cisco.com/c/en/us/td/docs/switches/datacenter/nexus5000/sw/configuration/nxos/41 3/b_Copy_

of _b_Cisco_Nexus_5000_Series_ NXOS_Software_Configuration_Guide/Copy_of b_Cisco_Nexus_5000_Series_NX-
OS_Software_Configuration_Guide_chapter22.pdf
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