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QUESTION 1

What are two limitations of using a Mesh AP as a workgroup bridge? (Choose two.) 

A. There is a limit of 20 wired client devices. 

B. Multiple VLANs are not supported for wireless clients. 

C. A limited subset of Layer 2 security types are supported for wireless clients of a WGB. 

D. Only factory configured Mesh APs can support WGB mode. 

E. Mesh APs configured in WGB mode do not answer S36 radio measurement requests. 

Correct Answer: AB 

 

QUESTION 2

A WLC receives a coverage hole detection alert from an AP. What two conditions must occur for the controller to
dynamically mitigate the situation? (Choose two.) 

A. The AP serving the troubled client must currently have a power level 2 or lower. 

B. The client must be able to dynamically raise its power level to match the new AP power. 

C. The AP must be RF visible to additional APs on the other side of the coverage hole for calibration. 

D. The client must have WMM-PS disabled to allow for the increased power usage. 

E. The AP serving the troubled client must currently have a power level higher than 2. 

Correct Answer: AB 

 

QUESTION 3

An engineer discovers four templates from a production controller, then redeploys those templates to twelve other
controllers. On two of those controllers, the template application is failing. What is the cause of the failure? 

A. The applied controllers code versions do not match that of the controller used to discover the templates. 

B. The templates are duplicates of existing templates on the controllers. 

C. Templates can only be deployed to ten controllers at a time. 

D. The two failing controllers were manually configured previously and must have templates discovered before applying
new templates. 

Correct Answer: B 
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QUESTION 4

The Cisco 3300 Series MSE v7.0 receives three RSSI measurements that are higher than -75 dBm for a given device
and multiple measurements that are lower than -75 dBm. How does Cisco MSE perform the location calculation? 

A. Cisco MSE uses all the RSSI values that are received. 

B. Cisco MSE uses only the RSSI values that are higher than -75 dBm. 

C. Cisco MSE uses the three RSSI values that are higher than -75 dBm and the best RSSI that is lower than -75 dBm. 

D. Cisco MSE uses the three RSSI values that are higher than -75 dBm and the average of the RSSI values that are
lower than -75 dBm. 

E. Cisco MSE takes in all the RSSI values for a given device and averages all the values. 

Correct Answer: C 

 

QUESTION 5

Which two statements correctly describe integrating AeroScout TDoA receivers (sensors) into a Cisco Unified Wireless
Network based on v7.0? (Choose two.) 

A. Cisco WCS configures the TDoA receivers through CLI templates. 

B. AeroScout software is required to configure TDoA receivers. 

C. Cisco WCS can add TDoA receivers to equipment lists but not in floor maps. 

D. Cisco WCS can add TDoA receivers to floor maps but without heat maps. 

E. Cisco WCS can add TDoA receivers to floor maps with nondynamic heat maps. 

F. Cisco WCS can add TDoA receivers to floor maps with dynamic heat maps. 

Correct Answer: BD 
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