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QUESTION 1

A company has the following requirements: 

Optimize Reserved LUN Pool size to avoid wasted space 

LUNs to be protected are 40 GB, 50 GB, 70 GB, 30 GB, and 10 GB 

Assign two resource LUNs for each source LUN 

Use SAS drives for the Reserved LUN Pool 

What is the total Reserved LUN Pool size when all LUNs have a 20% change rate? 

A. 40 GB 

B. 80 GB 

C. 120 GB 

D. 200 GB 

Correct Answer: B 

 

 

QUESTION 2

Which commands are used to disable Dial Home and email notifications before replacing the failed part? 

A. /nas/sbin/nas_connecthome -service stop /nas/bin/nas_emailuser -modify -enabled no 

B. /nas/sbin/nas_connecthome I /nas/bin/nas_emailuser -modify -enabled no 

C. /nas/bin/nas_emailuser -modify -enabled no /nas/sbin/nas_connecthome -service start clear 

D. /nas/bin/nas_emailuser -modify -enabled yes /nas/bin/nas_emailuser info 

Correct Answer: A 

 

 

QUESTION 3

How is ESXi CPU management related to VNX storage performance? 

A. CPU contention draws cycles from iSCSI 

B. CPU is stored on the VNX array 

C. VNX holds CPU paging 
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D. CPU ballooning requires storage resources 

Correct Answer: A 

 

 

QUESTION 4

Which method is used to configure Data Mover certificates? 

A. In Unisphere, use the listed navigation (Server Certificates for File, Personas), select the desired VNX 

Data Mover and click the Generate button. 

B. In Unisphere, use the listed navigation (Server Certificates for File, Personas), select the desired VNX Control Station
and click the Properties button. 

C. In Unisphere, use the listed navigation (Server Certificates for Block, Personas), select the desired VNX Control
Station and click the Generate button. 

D. In Unisphere, use the listed navigation (Server Certificates for Block, Personas), select the desired VNX Data Mover
and click the Properties button. 

Correct Answer: A 

 

 

QUESTION 5

What is the maximum number of Fibre Channel initiator ports, per Linux host, supported by VNX for Block? 

A. 8 

B. 4 

C. 16 

D. 32 

Correct Answer: C 

Explanation: 

For all Linux environments, EMC supports up to 16 Fibre Channel initiator ports on a single host. The host 

initiators may be single or dual channel HBAs. 
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