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QUESTION 1

The default OSPF router dead interval for Extreme Networks switches is 

A. 10 seconds 

B. 40 seconds 

C. 120 seconds 

D. 180 seconds 

Correct Answer: B 

 

QUESTION 2

When you configure EAPS the following must apply. 

A. One EAPS domain can have multiple master nodes. 

B. One EAPS domain can only have one transit node. 

C. EDP must be enabled on the ports in the EAPS ring. 

D. The control VLAN can be shared by multiple EAPS domains. 

Correct Answer: C 

 

QUESTION 3

Which of the following is not advertised in an OSPF Link State Advertisment? 

A. Costs 

B. Link utilization 

C. Router interfaces 

D. Neighbor information 

Correct Answer: B 

 

QUESTION 4

Identify the Summit chip switch that provides the following port density, 48 10/100 Ethernet ports and two unpopulated
GBIC ports. 

A. Summit 5i 
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B. Summit 50i 

C. Summit 48i 

D. Summit 1i 

Correct Answer: C 

 

QUESTION 5

Select the statements that apply when you compare and differentiate VRRP and ESRP. 

A. VRRP does not use the number of active ports as a criteria for Master election 

B. VRRP can be enabled on VLAN default 

C. VRRP and Spanning Tree can be enabled on the same switch and VLAN 

D. All of the above 

Correct Answer: D 
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