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QUESTION 1

Which Arista switch series supports more than eight line cards? 

A. 7050 

B. 7250QX 

C. 7500 

D. 7300 

Correct Answer: D 

Reference: https://www.arista.com/en/products/switches 

 

QUESTION 2

In EOS, what is the default MLAG heartbeat interval? 

A. 3600 seconds 

B. 2 seconds 

C. 5 minutes 

D. 300 seconds 

Correct Answer: B 

Reference: https://eos.arista.com/mlag-basic-configuration/ 

 

QUESTION 3

How does Arista\\'s VMTracer feature support multi-tenancy? 

A. By allowing VMs to be run on the switch itself. 

B. By allowing connections to multiple ESXi hosts. 

C. By allowing connections to multiple vCenters. 

D. VMTracer does not support multi-tenancy. 

Correct Answer: C 

Reference: https://www.arista.com/en/company/news/press-release/320-pr-20100824-01 

 

QUESTION 4

ACE-A1.2 PDF Dumps | ACE-A1.2 Practice Test | ACE-A1.2 Exam Questions                                2 / 3

https://www.passapply.com/ace-a1-2.html
https://www.passapply.com/ace-a1-2.html
https://www.passapply.com/ace-a1-2.html


https://www.passapply.com/ace-a1-2.html
2024 Latest passapply ACE-A1.2 PDF and VCE dumps Download

Which of the following Arista switch series\\' supports Zero Touch Provisioning (ZTP)? 

A. 7050 

B. 7280E 

C. 7300 

D. 7500E 

Correct Answer: D 

Reference: https://eos.arista.com/ztp-set-up-guide/ (see introduction) 

 

QUESTION 5

True or False: When ZTP has been placed in cancel mode, you must issue the write memory command to prevent ZTP
from triggering again. 

A. TRUE 

B. FALSE 

Correct Answer: B 
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