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QUESTION 1

Which of the following is not supported by policy-based routing for specifying the data forwarding path? 

A. Source address 

B. Port number 

C. Destination address 

D. Packet length 

Correct Answer: B 

 

QUESTION 2

Which of the following conditions must be met for importing routes into BGP using the network command? (Select 2
answers) 

A. The routes must be optimal in the IP routing table. 

B. The routes do not need to match the specified mask length. 

C. The routes must match the specified mask length. 

D. The routes must be IGP routes. 

Correct Answer: AC 

 

QUESTION 3

Which of the following IP addresses are network addresses? (Select 2 answers) 

A. 64.104.3.7/28 

B. 192.168.12.64/26 

C. 192.135.12.191/26 

D. 198.18.12.16/28 

Correct Answer: BD 

 

QUESTION 4

BGP peers are automatically discovered by exchanging multicast packets. 

A. TRUE 
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B. FALSE 

Correct Answer: B 

 

QUESTION 5

Which of the following is used to avoid routing loops in BGP? 

A. Use ORIGIN attribute to record the origin of the route. 

B. Use AS_PATH attribute to record all AS areas that a route passes. 

C. Use NEXTJHOP attribute to record next hop path 

D. Use MED attribute to influence export selection of other Ass 

Correct Answer: B 
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