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QUESTION 1

When the router forwards data (without address translation), which of the following items have not been changed in
forwarding? (multiple choice) 

A. Source network address 

B. Destination network address 

C. Source MAC address 

D. Destination MAC address 

E. Source port number 

F. destination port number 

Correct Answer: ABEF 

 

QUESTION 2

Which of the following technologies is used to implement point-to-multipoint data transmission in IPTV? 

A. Unicast 

B. Broadcast 

C. Multicast 

D. Anycast 

Correct Answer: C 

 

QUESTION 3

Which of the following TCP/IP models does the G.703 standard related to the WAN belong to? 

A. Physical layer 

B. Data link layer 

C. Transport layer 

D. Application layer 

Correct Answer: A 

 

QUESTION 4
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When you need to change the metric of the route sent by RIP to increase by 5, while keeping the local corresponding
route metric unchanged, which command should you use? 

A. [RTA-Serial0/0/0]rip metricout 5 

B. [RTA]rip metricout 5 

C. [RTA]rip metricin 5 

D. [RTA-Serial0/0/0]rip metricin 5 

Correct Answer: A 

 

QUESTION 5

In the RSTP standard, ports that are directly connected to the terminal rather than to other bridges are defined as edge
ports. Which of the following is the correct description of the edge ports? (multiple choice) 

A. Do not participate in RSTP operations 

B. Only need to go through a forwarding delay to enter the forwarding state 

C. The port will not receive the configuration BPDU under normal conditions. 

D. The port connected to the non-switch is the edge port. 

Correct Answer: AC 
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