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QUESTION 1

You have been asked to create a LUN on a storage array that is comprised of 7,200 rpm SATA drives. Each drive is
rated at 100 IOPS. The LUN should provide a minimum of 1100 IOPS and withstand multiple drive failures using the
least number of drives. 

How many drives and which RAID level should you use to create this LUN? 

A. 11 drives and RAID 0 

B. 12 drives and RAID 5 

C. 13 drives and RAID 6 

D. 22 drives and RAID 1 

Correct Answer: C 

 

QUESTION 2

What is a common protocol used in cloud communications? 

A. WebDAV 

B. SCP 

C. HTTP 

D. CDMI 

Correct Answer: C 

 

QUESTION 3

You have been asked to secure your FC switches in the data center. Unsecure protocols have already been disabled
but you also need to restrict access to the switches only from specific IP addresses located on the production network. 

What should be used? 

A. Roles 

B. VSAN 

C. ACL 

D. Zone 

Correct Answer: C 
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QUESTION 4

A server has lost half of its paths to its LUN on a storage system. The help desk determines that one of the two HBAs
was just replaced. The SAN administrator has modified the zoning with the new WWPN of the replacement HBA port,
but the missing paths have still not recovered. 

Which action would you perform next? 

A. Rescan disks on the server. 

B. Reconfigure persistent binding on the server. 

C. Reboot the server. 

D. Modify the host definitions for LUN masking on the storage system. 

Correct Answer: D 

 

QUESTION 5

The storage administrator is required to create five zones within the FC SAN. Which Fibre Channel server would be
used to do this? 

A. Fabric Login server 

B. Name server 

C. Management server D. Fabric Controller 

Correct Answer: C 
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